**NOTES**

HILTI ANCHOR BOLT DIAMETER AND EMBEDMENT INTO THE CONCRETE WALL TO BE DESIGNED/APPROVED BY A PROFESSIONAL ENGINEER

**NOTE:** BAR PLACEMENT

CANADA REFER TO CAN/CMC # 13043-R
U.S. REFER TO ICC-ESR-1269 OR LOCAL BUILDING CODE OR PROFESSIONAL ENGINEER REQUIREMENTS

1" (25MM) AIR SPACE MIN.

BRICK AND TIES AS PER APPLICABLE CODE REQUIREMENT.

STEEL ANGLE

CONTINUOUS FLASHING, WITH DRIP EDGE TO BE DETAILED AS PER APPLICABLE BUILDING CODE.

STUCCO TO EXTEND BELOW GRADE AS PER CODE REQUIREMENTS

GRADE

HILTI QUICK BOLT. MINIMUM EMBEDMENT AS PER ENGINEER'S RECOMMENDATION

3"

STEEL PIPE

2-1/2"

2-1/2"

8"

2-1/2"

**METAL ANGLE + BRICK VENEER**

**Drawing Scale:** 1" = 1'-0"

**Creation Date:** JULY. 2004

**Revision:** —

**Drawing ID Number:** AMV-BRL-005