8" R22 ICF WALL AT SLOPED ROOF WITH HURRICANE ANCHOR

- 8" (203mm) R22 ICF
- 3/4" (13mm) GYPSUM BOARD
- 2x6" (38x140mm) SILL PLATE OVER SILL GASKET
- ANCHOR BOLT AS PER CODE OR AS SPECIFIED
- OVERLAPPING SEALED VAPOR BARRIER
- 2X SUBFASCIA
- FASCIA
- FRIEZE BOARD
- SOFFIT VENT
- SOFFIT
- 8" (203mm) ATTIC INSULATION
- VENTILATION BAFFLE
- ROOF WOOD SHEATHING
- ROOF TRUSS TAIL
- GUTTER
- METAL FLASHING OVERLAP GUTTER WITH DRIP EDGE
- INSULATION STOP
- HURRICANE BRACKET
- 8" (203mm) R22 ICF WALL AT SLOPED ROOF WITH HURRICANE ANCHOR

ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL BUILDING CODE AND CLIMATIC ZONE REQUIREMENTS. THE FOLLOWING INFORMATION IS PROVIDED AS A GUIDELINE ONLY AND CAN BE CHANGED WITHOUT NOTICE BY AMVIC.

25 August 2020