BRICK TIE
MORTAR DROPPING COLLECTION DEVICE WITH INTEGRATED INSECT BARRIER
WEEP HOLES THROUGH WALL METAL FLASHING WITH DRIP EDGE
SELF ADHERING WATERPROOFING COVER STRIP WITH EXPOSED REINFORCEMENT AND PARGE COAT
8" (203mm) R22 ICF BRICK LEDGE
HORIZONTAL AND VERTICAL REINFORCEMENT AS PER CODE OR AS SPECIFIED
8" (203mm) R22 ICF
SELF ADHERING WATERPROOFING membranes WITH DIMPLED MEMBRANE
8" (203mm) R22 ICF

DOWELS TO MARCH VERTICAL REINFORCEMENT BETWEEN POURS AS REQUIRED

8" (203mm) R22 ICF

WOOD JOIST FLOOR SYSTEM
SIMPSON STRONG-TIE ICFVL SYSTEM
AMVIC R22 BRICK LEDGE REINFORCER

½" (13mm) GYPSUM BOARD

8" R22 ICF TO 8" R22 ICF WITH BRICK LEDGE AT GRADE

amvic building system
1(877) 470-9991 amvicsystem.com

ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL BUILDING CODE AND CLIMATIC ZONE REQUIREMENTS. THE FOLLOWING INFORMATION IS PROVIDED AS A GUIDELINE ONLY AND CAN BE CHANGED WITHOUT NOTICE BY AMVIC.